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A novel method of controlling reflections, using flat panel loudspeakers, in a reference
listening room is described. Models and implementations are presented in the case of single-
transducer monophonic reproduction as well as two-channel and five-channel stereophonic
arrangements. The results of a pilot listening test showed that differences in reflection pat-
terns were readily detected by a panel of experienced listeners.

0 INTRODUCTION

Traditionally experiments involving the simulation of
sound fields are carried out in anechoic chambers where
95% of the source sound energy is absorbed and which are
considered to be inert acoustic environments. A reference
listening room on the other hand is designed to resemble a
domestic listening room with controlled acoustic charac-
teristics. However, it is a fact that any listening environ-
ment, including a reference listening room, has its own
acoustic characteristics that, in terms of subjective impres-
sions, make it quite different from any other. Although
complying with current standards, the sound field of a
reference critical listening room is far from being consid-
ered acoustically inert, and it has an influence on the char-
acteristics of reproduced sound. The variations in percep-
tual and physical effects which can arise in such listening
environments are the primary features of the research proj-
ect described here, known as the active listening room,
where key acoustic features (that is, the early and late
reflection patterns) can be varied in a very flexible and
controlled manner without changing the acoustic fabric of
the existing listening environment permanently.

Reflected sounds influence the timbre and spatial char-
acter of live and reproduced sounds. Most investigations
of reflections have focused on live sounds in large halls.
Current interest in the spatial impressions of reproduced
sound and the effects of the acoustical interactions of loud-
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speakers, rooms, and listeners gives rise to a need for
further experimentation. Such experiments may be facili-
tated by means of a flexible and inexpensive sound field
simulation technique.

With the standardization of reference listening rooms,
such as the ITU-R BS.1116 [1], where the reverberation
time and early reflection patterns are controlled within
critical limits for a given shape and size of the room, the
simulation of artificial sound fields should be possible (at
least at middle to high frequencies) by strategically arrang-
ing multiple active sources around the listener, without
changing the existing acoustic fabric of the room perma-
nently. This will give another dimension to the acoustic
properties of critical listening environments, where a lis-
tening test can be carried out in a variety of acoustic con-
ditions without relocating the experimental set to different
listening environments, saving time and money. The low-
frequency characteristics of the room, particularly its
standing-wave patterns, remain as dictated by the room’s
basic structure.

This is in recognition of the fact that there are slight
differences in the various standards such as the ITU-R
BS.1116, IEC 286-13 [2], EBU R22 [3], OIRT Rec. 86/3
[4], and Nordic Rec. N 12-A [5]. For example, the ideal
reverberation time window for a given room volume dif-
fers in [1] and [2], and the frequency range and the arrival
time of early reflections in [1]-[3] differ significantly from
those in [4], [5]. It is hoped that this novel simulation
technique will allow the simulation of subtle differences in
the acoustic character of various listening conditions in a
given listening room.
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A brief review of the relevant literature is followed by
a description of various experiments in which acoustical
simulations and physical implementations of controlled
reflection zones in a standard listening room were evalu-
ated, both through measurement and by means of a brief
subjective evaluation.

1 EARLY REFLECTIONS IN SMALL ROOMS

1.1 Detection and Perceptibility of Individual
Reflections in Listening Rooms

In 1988 Olive and Toole [6] reported on a comprehen-
sive and detailed set of experiments relating to threshold
detection and image shift in different listening spaces. Fig.
1 shows their experimental setup. The same set of experi-
ments was conducted in ah anechoic chamber, then in an
IEC standard listening room in an untreated (reflective)
mode, and finally in the same room in its “relatively re-
flection-free” (RRF) mode. A comparison of simulated
reflections versus reflections recorded in the original
source signal is also presented in [6].

Energy-time curve (ETC) measurements were taken at
each stage to establish the relationship of such measure-
ments with subjective assessments. They reported that the
frequency spectrum of reflected sounds is normally re-
duced in high-frequency content, but reducing the high-
frequency content of reflected sounds had a relatively mi-
nor effect on the absolute threshold of several common
sounds. However, the ETC measures of these sounds
changed considerably, leading to the possibility of under-
estimating the audibility of a reflection when using the
peak ETC level as an indicator. The frequency response of
the reflection seemed to be a more reliable indicator. The
unsuitability of ETC as a measure is discussed in detail in
later sections.

One of the most important findings of this research,
which is taken as a benchmark for the work described
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Fig. 1. Experimental setup of Olive and Toole [6]. D—di-
rect sound; C—ceiling reflection; S—sidewall reflection; R—
reverberation.
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here, was the results of the image shift experiments in
three different listening conditions—anechoic chamber,
RRF listening room conditions, and standard IEC listening
room untreated. The IEC listening room in untreated or
“live” form had a midfrequency reverberation time of 0.4
s. The transformation of this room into an RRF room
involved careful positioning of drapes and the addition of
patches of sound-absorbing material to reduce the ampli-
tude of early reflections from room boundaries. This treat-
ment reduced the amplitude of early reflections to 15 dB
below direct sound. Figs. 2 and 3, reproduced from [6],
show the absolute and the image shift thresholds, respec-
tively. (The absolute threshold was the point at which a
listener could just detect the effect of a reflection and the
image shift threshold was when it began to cause a change
in the perceived position of a source.) It is no surprise that
the lowest threshold was obtained in the anechoic condi-
tions. However, up to a reflection time delay of approxi-
mately 30 ms the thresholds changed relatively little be-
tween anechoic and RRF conditions and went up by 6 dB
in moderately reverberant conditions. In contrast, above
30 ms the change pattern was quite clear, with the thresh-
olds for delayed reflections rising sharply as the listening
conditions become more reflective.

They found that discontinuous and continuous sounds
exhibit fundamentally different absolute thresholds as a
function of the reflection delay, but only when there is
little or no reflected sound in either the recording or the
listening room. In nonanechoic conditions, however, the
reflected sounds and the room reverberation add continu-
ity to otherwise discontinuous sounds. Hence the absolute
thresholds for most sounds under these conditions tend to
be similar. They also found that natural reflections and
reverberation in a listening room have relatively little ef-
fect on the absolute threshold of individual lateral sounds
delayed by less than 30 ms. This was true for speech only.

Another key research project, similar to Olive and
Toole’s work, was the Archimedes project, started in 1987
jointly by B&O A/S, KEF Audio Ltd., and the Technical
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Fig. 2. Absolute thresholds for single lateral reflection using
speech, measured in anechoic chamber, RRF room, and IEC-type
listening room [6].
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University of Denmark. The aim of this project was to
investigate the influence of individual reflections on the
timbre of reproduced sound. A single loudspeaker with
frequency-dependent directivity characteristics, positioned
in a room of normal size with frequency-dependent ab-
sorption coefficients of its surfaces, was simulated using
an electroacoustic setup in a large anechoic chamber (1000
m>). The model included the direct sound, 17 individual
reflections, and the reverberant field [7]. The dimensions
and the acoustic properties of a listening room built in
accordance with IEC 268-13 [2], generally representative
of a domestic listening room, were modeled in the experi-
ment. Dimensions of the room were 7.52 m long by 4.75
m wide by 3.16 m high with a ceiling suspended at 2.8 m.
In order to determine and limit the number of loudspeakers
producing individual reflections, the mean impulse density
of the room to be modeled was calculated. The early part
of the sound field is characterized by an increase in the
impulse density as a function of time. However, the human
hearing system, shortly after the onset of continuous
sound, perceives the whole sound field as continuous,
which suggests that changes in impulse density are rel-
evant only up to a certain point. Research and experiments
suggest that 50% of the subjects cannot detect an increase
in impulse density if the mean impulse density is higher
than 2000 s~! [7]. The mean impulse density as a function
of time for a rectangular room with reflecting walls can be
approximated by
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where c is the speed of sound (340 m/s), V is the room
volume in cubic meters, and ¢ is the elapsed time in sec-
onds after the arrival of the direct sound at the receiver
position [7]. By solving this equation for the room studied,
an onset time of 21.4 ms relative to the direct sound was
calculated for the subjectively diffuse part of the sound
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Fig. 3. Image shift threshold indicating minimum level at which
lateral reflection is perceived to cause a spreading or shift in
localization of auditory event associated with direct sound [6].
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field. It was soon established that the total number of
reflections with delays in the range of 0-22 ms was too
large for individual representation by a loudspeaker in the
anechoic chamber. Thus only reflections with a level
above —20 dB relative to direct sound were modeled, and
several reflections were represented by the same loud-
speaker if their angles of incidence were not subjectively
different. This resulted in the simulation set described,
consisting of direct sound, 17 reflections within 22 ms
after direct sound, and a reverberant field of reflections
arriving later than 22 ms after the direct sound. The elec-
troacoustic setup used is shown in Fig. 4.

Bech gave a detailed account of these experiments in
[7], [8]. His general comments on this electroacoustic
simulation of a room environment implies that this setup is
the closest one can get to reality and that the results are
therefore believed to be representative of conditions in real
rooms. However, the missing influence of the standing-
wave structure of the modeled room was noted. Bech re-
vised the setup with added improvements by modeling
both the absorption coefficient of the room surfaces and
the directivity of the simulated loudspeaker as a function
of frequency. The subjective diffuseness of the reverberant
field was also improved by increasing the number of un-
correlated channels generating the reverberant part of the
sound field, as reported in [8].

A summary of results in [9] suggested that only first-
order ceiling and floor reflections individually contributed
to the timbre of the reproduced noise samples. It was also
suggested that the threshold of detection is determined by
the spectral changes in the dominant frequency range of
500 Hz to 2 kHz. The effects on the threshold detection
(TD), by the application of low and high-pass filters to
individual reflections, agreed with the findings of Olive
and Toole.

Bech also looked at the effects of early reflections on
the spatial aspect of reproduced sound in small rooms
using the same experimental setup. The results indicate
that the spectral energy above 2 kHz of the individual
reflection determines the importance of the reflection for
spatial changes to the perceived source image, and only
the first-order floor reflection is strong enough to contrib-
ute separately to the spatial aspect of the sound field [9].
The contribution of low-frequency reflections to spatial
attributes such as envelopment and spaciousness was not
considered.

1.2 Early Reflections in Critical
Listening Rooms

Bech’s TD values were used by Walker in the design of
a new type of control room [10]. His design was based on
using hard reflectors to create a reflection-free zone, as
opposed to using traditional absorbent materials around
the source and listener. This increased the reverberation
time because nonabsorbent materials were used to redirect
the early reflected sound energy away from the main lis-
tening position. He reported that by using this approach, a
higher and a more natural reverberation time could be
achieved, and a clearer stereophonic image that was less
dependent on the room was predicted.
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Walker [10] reported the results of acoustic measure-
ments of a test room which, after the loudspeaker heights
were adjusted, showed that the reduction of all reflected
sound energy at the main listening position, in the period
up to about 15 ms after the arrival of the direct sound to
levels below —15 dB relative to the direct sound, had es-
sentially been achieved.

The ITU-R BS.1116 standard [1] puts forward a rea-
sonably good set of design parameters for stereo and sur-
round reproduction. Early reflection control is given high
priority, and any reflection after the first 15 ms of the
direct sound must be at least 10 dB lower than the direct
sound. However, the allowable reverberation time window
in relation to the room dimensions results in the rooms
being less reverberant than rooms designed to the IEC
268-13 standard [2].

2 DESIGN CONCEPT OF ACTIVE
LISTENING ROOM

2.1 Need for a Flexible Approach to Sound Field
Simulation in Rooms

Sound field simulation in an anechoic chamber is usually
very elaborate and expensive. Moreover, it does not bear
much resemblance to the sound field in real rooms as only
some of the acoustic characteristics can be reproduced due to
the limitations of loudspeakers and the associated processing
that can be used in a confined space. As stated previously,
Bech noticed in [9] the lack of naturalness of the elaborate
experimental simulation used in the Archimedes project, de-
scribed earlier, and commented on the lack of low-frequency
features that would be found in a real room.

PAPERS

Olive and Toole’s approach in [6] was more adaptive.
However, the transformation of the IEC room to the RRF
room involved the use of absorption materials to reduce
the amplitude of early room reflections, which in turn
reduced the reverberation time of the room. Therefore no
independent control of early and late energy was available,
and the level of early reflections in the RRF room, although
low in amplitude, was fixed in relation to the single simulated
artificial reflection used to establish the absolute threshold of
detection and the image shift detection thresholds.

For the purposes of this paper, the scope of sound field
simulation in critical listening rooms is limited to early
reflections alone. Olive and Toole’s findings in [6], relat-
ing to detection thresholds of image shift and the associ-
ated room conditions, are taken as benchmark values for the
design of a novel simulation arrangement that involves the
creation of a perceptually reflection-free zone at the listening
position without using absorptive materials. Walker’s prin-
ciples of sound deflection [10] to reduce the amplitude of
early room reflections, so as to create a reflection-free zone
comparable to Olive and Toole’s RRF room conditions,
are employed. The proposed deflector panels have built-in
transducers, which are excited with the processed source
signal to simulate artificial early reflections.

This paper presents a new concept of sound field simu-
lation in listening rooms. Here the original low-frequency
acoustic properties of the listening room remain unaltered
by the creation of a perceptually reflection-free zone (level
of early reflection —10 dB relative to the direct sound up to
15 ms within the frequency range of 500 Hz to 8-10 kHz)
using the deflection of sound by means of panels. These
panels in turn are used for generating artificial reflections,
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Fig. 4. Block diagram of Bech’s complete experimental setup [7].
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describing the various design and modeling stages, vali-
dation experiments, room measurements, and results of a
pilot listening experiment.

In the following sections the acoustic properties of the
listening room and the source loudspeaker used in all ex-
periments relating to this new sound field simulation tech-
nique are documented along with a brief description of the
deflection panel arrangement used for a pilot validation
experiment.

2.2 Acoustic Properties of Listening Room

The experiment was set up in a listening room built to
the ITU-R BS.1116 specification [1] at the University of
Surrey. The approximate internal dimensions of the room
were 7.35 by 5.33 by 2.50 m. Internal room finishes were
carpet on floor, lay-in grid tile absorbent ceiling, and full-
range acoustic absorber boxes on the walls, as illustrated
in Fig. 5.

As prescribed in ITU-R BS.1116 [1], the amplitude of
the early reflections, measured at the listening position,
was found to be —10 dB relative to the direct sound from
all five loudspeakers, within the frequency range of 1-8
kHz, during a time interval of 15 ms.

The measured reverberation time was 0.245 s at 1 kHz
and was found to be within the specified reverberation time

ACTIVE LISTENING ROOM

window for upper and lower limits in all relevant one-third
octave bands. The measured values are shown in Fig. 6.

The measured ambient background noise level in the
room with the ventilation system and technical power
switched on is presented in Fig. 7. ITU-R BS.1116 [1]
requires the background noise levels not to exceed NR15.
This was found to be the case.

2.3 Source Loudspeakers

The chosen source loudspeakers were two-way active
units with integral amplifiers. According to the manufac-
turer’s literature, they were classified as wide-dispersion
studio monitors with an operational bandwidth of 60 Hz to
18 kHz + 3 dB. The loudspeaker was mounted on a stand
with the center of the cabinet elevated 1.25 m from the
floor. The unequalized frequency response of all five loud-
speakers, arranged according to ITU-R BS.1116 [1] for
multichannel listening, was found to be within the recom-
mended tolerance window.

2.4 Pilot Experiment

In a pilot experiment four large, angled deflector panels
between the source loudspeaker and the listening position
were used in a mono source configuration. The deflector
panels around the source loudspeaker, which was located
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Fig. 6. Measured reverberation time of LR1 at University of Surrey.
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in one corner of the room, were angled in such a way that
any sound hitting these panels was forced away from the
listening/measurement position. The reason for setting up
this arrangement in the corner was to force any reflections
from room surfaces away from the measurement position
so that the effectiveness of the deflector panels could be
discretely quantified.

2.5 Computer Modeling

The experimental setup was based on a computer model
created in a commercially available software package,
CATT Acoustic.' The two main reasons for creating an
acoustic model were as follows:

* To optimize the experiment setup in terms of angles and
positions of the panels to create a reflection-free zone at
the listener/measurement position.

* To predict the reflection patterns from the panel arrange-
ment in particular and the reflection patterns of the setup
as a whole within the first 20 ms time window.

The model was constructed for a closed room with in-
ternal elements as floating objects and is shown in Fig. 8.
The absorption coefficients of walls, ceiling, and floor
were adjusted to get a close match between predicted and
measured values of reverberation time. The directivity/
dispersion of the source loudspeaker was modeled accu-
rately. The positions of the source loudspeaker and the

!CATT Acoustic is a registered trademark of CATT-Acoustics.
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deflector panels were adjusted for maximum deflection of
early reflections away from the listening and measurement
position. The predicted early reflection pattern is shown in
the CATT Acoustic prediction window in Fig. 9.

Fig. 9 shows the level and time delay of the first-order
primary reflections with the panels in place around the
source loudspeaker. No first-order diffused reflections or
any second- or third-order reflections were modeled. As
stated in [10], most of the second-order reflections can be
ignored on the basis of the total time delay and natural
attenuation with distance, and any reflections with a total
path longer than 6.34 m will already be attenuated by at
least 10 dB relative to the direct sound by spreading loss.
Also, due to the absorbent nature of the surrounding room
surfaces, any diffused reflections within the 20 ms time
window will be attenuated to well below the —10 dB level.

The model predicted a complete reflection-free zone up
to 20 ms with the exception of a single reflection at 12 ms,
which was found to be coming from the spaces around the
floor and ceiling deflector panels. As this reflection was
attenuated by 20 dB in relation to the direct sound, the
panel arrangement was considered to be satisfactory. This
arrangement was used in the construction of the physical
experimental setup.

The physical size of the panels determined the wave-
length of the sound waves that could be deflected. Thus
lower frequency sound waves having a wavelength com-
parable to or larger than the panel size would not be de-
flected by this arrangement. The lower frequency cutoff
limit was calculated to be approximately 400 Hz. Each of

Sound Pressure Level of Band
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Fig. 7. Measured background noise in LR1 at University of Surrey.
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Fig. 8. Three-dimensional plot of modeled panel arrangement.
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these panels was made up of 18-mm-thick MDF (medium-
density fiber board) with four 600- by 600-mm cutouts for
the flat panel loudspeakers. The flat panels were embed-
ded within the rebated recesses so that mounting was
flush with the surface of the MDF panel. The physical
setup is shown in Fig. 10. A detailed discussion of the
dispersion characteristics of flat panel loudspeakers in
comparison with conventional loudspeakers is presented
in [11]. Based on measurement data, the case for using flat
panel loudspeakers in this application is also discussed
in [11].

2.6 Room Measurements

The measurement of early reflections is a complex is-
sue. It is well known that the impulse response of a linear
time-invariant system theoretically contains all of the in-
formation necessary to specify the system response fully.
However, due to the unavoidable combined time—
frequency resolution limits, a simultaneous and complete
identification of time delay, bandwidth, and amplitude of
an acoustic event is not possible [12]. For the purposes of
this experiment it was assumed that a measurement system
with well-defined Fourier transform windows having a
time resolution of 1-2 ms and a frequency resolution of
about 500 Hz would be adequate to measure the room
acoustic responses from 1 kHz upward [12]. According to

ACTIVE LISTENING ROOM

the results of previous work discussed earlier, those are the
main frequencies giving rise to the directional information
that might be disturbed by early reflections.

Walker describes the two measures of short-time re-
sponse and the ways of usefully displaying the early re-
flection patterns [12]. The first is the energy—time curve
(ETC), which is the magnitude of the complex system
impulse response, usually taken to represent instantaneous
energy. It presents a useful view of the time-domain re-
sponse in which discrete reflections are easily observed.
However, the precise theoretical nature of the ETC is se-
riously disputed [13]. Olive and Toole’s [6] views on ETC
measurements of early reflections are far from compli-
mentary. Their experience of the audibility of early reflec-
tions compared to ETC is that the most significant visible
elements of an ETC are contributed by the high-frequency
components in signals. The sharply rising spikes of energy
are attenuated rapidly if the high-frequency components
are removed from the signal, but they change very little if
the low-frequency components are eliminated. Hence the
audible significance of reflections cannot be evaluated by
means of the height of energy spikes in an ETC as it can
be misleading. The practical consequence of this observa-
tion is that using the peak level of ETC spikes as a mea-
sure of the audible importance of room reflections can lead
to a serious underestimation of the importance of reflected
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Fig. 9. Time—amplitude plot of predicted early reflections.

Fig. 10. Pilot experiment panel arrangement.
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sounds and the normal off-axis response of loudspeakers,
which contain less high-frequency energy than direct
sound.

The second measure is the three-dimensional energy—
time—frequency response (ETF), or the “waterfall” plot, in
which the start of the Fourier transform block is progres-
sively shifted in time to produce a series of frequency
responses at different times. The time resolution is limited
by the length of the transform window. Despite some limi-
tations, this is the most useful representation of reflected
sound in time and frequency, and it is used widely in the
spectral analysis of reflected sound. For the purposes of
this paper, both methods are used.

2.7 Instrumentation

A maximum-length-sequence system analyzer (MLSSA)
measurement system was used to measure the early reflec-
tion pattern from the source loudspeaker at the given lis-
tening position in the experimental setup described in the
previous section. MLSSA is a PC-based acoustic analyzer.
It generates pseudorandom maximum-length sequences
and cross-correlates these with the measured signal to
compute the impulse response of a system. A 1-in (25.4-
mm) measurement microphone was used at a distance of
1.50 m from the source loudspeaker and at a height of 1.25
m from the floor. The MLSSA output signal was fed di-
rectly into the built-in amplifier of the source loudspeaker.

2.8 Sequence of Measurements

The first set of measurements was taken with the panels
in a passive mode. This was in order to examine the re-
flection patterns of the panel arrangement at the measure-
ment position. The second set of measurements was taken
with the panels in an active mode. The MLSSA signal was
split into two and was fed to the source loudspeaker and
one transducer panel in each 1.35 m*> MDF deflector panel
simultaneously. A time delay of 10 ms was used in the
transducer signal to separate the impulse of the source
loudspeaker and the simulated reflection in time suffi-
ciently. A total of eight measurements were taken, of
which only three are presented here and discussed. These
are representative of the key findings of this experiment.

400.0
Energu-T ime-Frequency

1000.0

log Frequency — Hz
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The ETF plot in Fig. 11 the spectrum of direct sound
and reflected sound energy within a 45-ms time window.
No panel was active at this stage, and the panels were
acting as deflectors only. The first arrival (the direct
sound) is at approximately 5 ms, and the first significant
reflection is shown approximately 2.5 ms later, which is
from the top edge of the floor deflector panel. The ampli-
tude of this and other subsequent reflections are well be-
low —20 dB relative to the direct sound. This shows a clear
reflection-free zone, within the perceptual criteria set out,
around the measurement position for up to 30 ms relative
to the direct sound.

Fig. 12 shows the spectrum of artificial reflections gen-
erated by the flat panels within the reflection-free zone.
The panels were activated at different amplitudes to each
other with an initial time delay of 10 ms relative to the
main source loudspeaker. The ETF plot shows that the first
arrival from the main source loudspeaker is at approxi-
mately 5 ms, whereas the first and subsequent arrivals
of panel-generated reflections have an initial offset de-
lay of 12 ms (electronic delay + physical distance from
microphone).

2.9 Conclusion

It is clear from the measurement results that the objec-
tives of this first experiment were achieved as the integrity
of the reflection-free zone was preserved. The concept of
deflector panels with embedded flat panel loudspeakers in
an angular panel arrangement around a source loudspeaker
fulfills the fundamental requirements of the proposed
simulation setup. The individual flat panel loudspeakers
embedded in the deflector panels were also found to be
capable of generating discrete artificial reflections without
having any adverse effect on the integrity of the reflection-
free zone.

3 DEVELOPMENT PHASE OF THE ACTIVE
LISTENING ROOM
3.1 Introduction

The expansion and development of the active listening
room was undertaken in two phases. First a deflector panel

10000.0
{Smoothed to 0.32 occtave)

Fig. 11. ETF plot of pilot experiment panel arrangement.
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arrangement involving eight panels around a two-channel
stereo loudspeaker setup was designed and modeled. The
second and final stage involved the design of a five-
channel surround simulation setup where a set of deflector
panels was clustered around each loudspeaker in a stan-
dard ITU surround reproduction loudspeaker arrangement.
The flat panels, unlike in the pilot experimental setup,
were not embedded in large panels but were used as indi-
vidual deflectors. The panel sizes used were 600 mm?. It
was calculated that this size panel would be capable of
deflecting sound waves above 500 Hz and should there-
fore create a perceptually reflection-free zone with a low-
frequency cutoff of 500 Hz.

In line with findings of previously mentioned research
[6], [9], this low-frequency cutoff was considered suitable
because the frequency range of interest for investigations
into the effects of early reflections on many spatial and
timbral effects is between 500 Hz and 2 kHz. With this as
the design criterion, the two configurations, namely, the
two-channel arrangement and the five-channel arrange-
ment, were developed.

3.2 Two-Channel Arrangement

Before creating the acoustic model a ray-tracing dia-
gram was done to identify the main paths of significant

15.0 4

-a.04

ACTIVE LISTENING ROOM

reflections from the source loudspeaker in a symmetrical
listening arrangement (Fig. 13). The deflector panels were
then arranged in such a way as to deflect the sound away
from the listener position to create a reflection-free zone.
It was clearly evident that this simple geometric arrange-
ment not only deflected the sound away from the listener
but also provided masking of side wall reflections.

A computer model of this panel arrangement around the
two source loudspeakers was created with the angular
panel settings optimized to create a near-field geometric
boundary setting, which forced the early reflections to be
directed away from the listening position.

As before, the model was constructed for a closed room
with internal elements as floating objects. The absorption
coefficients of the walls, ceiling, and floor were adjusted
to get a close match between predicted and measured val-
ues of the reverberation time. The directivity and the dis-
persion of the source loudspeaker were modeled accu-
rately. A three-dimensional plot of the deflector panel
arrangement is shown in Fig. 14.

Fig. 15 shows the predicted reflectogram as a time—
amplitude and path display of significant early reflections
up to third-order paths. It should be noted that in this plot
the reflection patterns are represented as broad-band re-
flections containing energy well below 500 Hz. The first
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Fig. 12. ETF plot of artificial reflections generated by flat panels embedded in deflector panels.

Fig. 13. Two-channel panel arrangement.
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